
Cutting Fluid

•	 Water-based	formula

•	 	Excellent	in	applications	where		
cooling	of	the	tool	is	desired

•	 Non-flammable

•	 Non-hazardous

•	 	Does	not	contain	sulfur,	chlorine		
or	oils

•	 Safe	on	all	metals,	except	magnesium

•	 	Corrosion	inhibitors	prevent	flash	
rusting

•	 Provides	fine	finishes

•	 Cinnamon	scent

FEATURES

•	 	Boring
•	 Broaching
•	 Drawing
•	 Drilling
•	 Engraving

•	 Facing
•	 Finishing
•	 Grinding
•	 Milling
•	 Reaming

•	 Sawing
•	 Stamping
•	 Tapping
•	 Threading
•	 Turning

APPLICATIONS

Net	Content	 Part	No.
16	fl	.oz.	(0.473	liters)	 01216
1	gal.	(3.78	liters)	 01228
5	gal.	(18.93	liters)	 01205
55	gal.	(208	liters)			 01255
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TAPMATIC AQUACUT

PROPERTIES

Color:	

	 Clear	Turquoise

Odor:	

	 Cinnamon	

Boiling	Point:	

	 212°F	(100°C)

pH:

	 8.0	–	9.0

Partition	Coefficient		
(octanol/water):	

	 >1

Specific	Gravity	(Water=1):	

	 1.0	

Vapor	Density	(Air=1):	

	 ~	0.6

®

MATERIAL	SAFETY	DATA	SHEETS	AVAILABLE	UPON	REQUEST	OR		VISIT	OUR	WEB	SITE	:	WWW.LPSLABS.COM


