
Cutting LubriCant

•	 Biodegradable,	solid,	white,	waxy	bar

•	 	Recognized	by	the	USDA		
BioPreferred™	program

•	 	Excellent	for	lubricating	band	saw	
blades,	grinding	wheels	and	belts

•	 Extends	the	life	of	cutting	tools

•	 Eliminates	heat	build-up.

•	 Water	rinsable

•	 Safe	on	all	metals

•	 Low	toxicity

FEATURES

•	 Boring
•	 Broaching
•	 Drawing
•	 Drilling
•	 Engraving

•	 Facing
•	 Grinding
•	 Milling
•	 Reaming
•	 Sawing

•	 Stamping
•	 Tapping
•	 Threading
•	 Turning

APPLICATIONS

Net	Content	 Part	No.
13	oz.	(364	gl)	 43200

PACKAGE
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TAPMATIC EDGE LUBE

MATERIAL	SAFETY	DATA	SHEETS	AVAILABLE	UPON	REQUEST	OR	VISIT	OUR	WEB	SITE	:	WWW.LPSLABS.COM

PROPERTIES

Color:	

	 White	Solid

Flash	Point	(TCC):

	 	338°F	(170°C)

Partition	Coefficient	(octanol/water):	

	 <1	

Specific	Gravity	(Water=1):	

	 0.82-0.84	@	20	°C	

Volatiles:	

	 0%	

VOC	content:	

	 0	g/L		per	CARB/OTC
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