
Features

Bearings•	

Cables•	

Chains•	

Controls•	

Gauges•	

Gears•	

Heavy	Equipment•	

High	Voltage	Cable	Connections•	

applications

Net	Fill	 Part	No.
	 55	 gallons	(208	liters)	 62855

package

MatErial	SaFEty	Data	SHEEtS	aVailablE	uPoN	rEquESt	or	ViSit	our	wEb	SitE:	www.lPSlabS.CoM

appearance/Physical	State:

	 Clear	liquid	

boiling	point:

	 	366°F	-	406°F	(186°C	–	208°C)	

@	760	mmHg

Evaporation	rate:	

	 4.0	(butyl	acetate=1)

Flammable	limits	(estimated):	

	 lower:	1.3%,	upper:	8.8%

Flash	Point:	

	 147°F	(64°C)	tCC

Specific	Gravity	(water=1):

	 0.77	@	68°F(20°C)

Vapor	Pressure:

	 <	5	mmHg	at	68°F(20°C)

VoC	Content:	

	 769	g/l

properties

PF ®

-141 ig

	removes	petroleum	based	oils	such	as	stamping	•	
oils,	cutting	fluids,	rust	inhibitors,	and	cable		
pulling	lubricants

Flash	point	above	140°F	(60°F)•	

No	ozone	depletion	potential•	

replaces	chlorinated	solvents•	

Excellent	for	use	in	parts	washers•	

low	residue•	

	will	not	attack	most	commercial	resins,	plastics,	•	
urethanes,	and	synthetic	rubbers

	Non-corrosive	to	metals	such	as	copper,		•	
aluminum,	magnesium,	and	stainless	steel

qualified	Products	list	for	Mil-PrF-680	type	ii•	
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IndustrIal Grade solvent

NSN	6850-01-423-2713


