
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B C

1031 23025 1/2" 200 6 1.0625 1.6875 1.125

1032 23026 3/4" 125 6 1.25 1.75 1.1875

1033 23027 1" 70 5 2.1875 1.625 1.50

1034 23028 1-1/4" 40 4 2.00 2.125 1.3125

1035 23029 1-1/2" 30 3 2.00 2.0625 1.3125

1036 23403 2" 40 6 2.6875 2.1875 1.375

1037 23031 2-1/2" 20 7 3.3125 2.875 2.00

1038 23032 3" 40 18 3.9375 3.00 2.1875

1039 23033 3-1/2" 30 18 4.50 3.1875 2.5625

1040 23034 4" 20 15 5.00 3.4375 2.5625

1040A 23035 5" 10 14 6.25 4.75 3.00

1040B 23036 6" 8 10 7.3125 4.9375 2.6875
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Features  
 • The fitting consists of one solvent weld female end and one  
  threaded male end

 • Both ends will fit the same diameter conduit

Applications  
 • A connector used to transition from plain end PVC conduit  
  to a threaded metal or PVC female bell

 • Can also be used to connect PVC conduit to a box or other  
  threaded body with the use of a locknut (sold separately)

Standard Material  
 • PVC 

Terminal Adapters 
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