
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B C D

1161 23382 1/2" 25 5 4.00 1.4375 1.3125 4.25

1162 23221 3/4" 15 4 4.625 1.625 1.50 4.9375

1163 23222 1" 10 4 5.375 2.00 1.75 6.00

1164 23223 1-1/4" 10 8 7.1875 2.4375 2.4375 7.625

1165 23224 1-1/2" 10 10 8.00 2.8125 2.625 8.5625

1166 23225 2" 5 8 9.50 3.4375 3.0625 9.875

1167 23226 2-1/2" 5 25 1' .75 4.625 4.625 1' 2.9375

1168 23227 3" 5 27 1' .8125 4.625 4.625 1' 3.00

1169 23228 3-1/2" 4 29 1' .8125 5.50 5.625 1' 3.9375

1170 23229 4" 4 30 1' .8125 5.50 5.625 1' 4.1875
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Features  
 • Rectangular shaped conduit body with a removable cover 

 • Conduit body contains two conduit hubs

 • Facing the cover side with the end wall hub pointing up, the  
  second hub is in the right side wall at the opposite end of the fitting

Applications  
 • Use for a 90° change of direction of the conduit run

Standard Material  
 • PVC 

 • Screws - Zinc plated steel

Conduit Bodies
LR Type 
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