
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B C D

1181 23384 1/2" 25 5 4.00 1.50 1.3125 4.625

1182 23241 3/4" 15 4 4.625 1.6875 1.50 5.375

1183 23242 1" 10 4 5.375 2.00 1.75 6.5625

1184 23243 1-1/4" 10 7 7.1875 2.50 2.50 8.1875

1185 23244 1-1/2" 10 10 8.00 2.8125 2.625 9.25

1186 23245 2" 5 8 9.50 3.375 3.125 10.375

1187 23246 2-1/2" 5 22 1' .875 4.625 4.625 1' 7.00

1188 23247 3" 5 26 1' .875 4.625 4.625 1' 7.00

1189 23248 3-1/2" 4 15 1' 1.75 5.5625 5.5625 1' 8.375

1190 23249 4" 4 30 1' 1.875 5.5625 5.5625 1' 8.1875
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Features  
 • Rectangular shaped conduit body with a removable cover 

 • Conduit body contains two conduit hubs, one in each end wall

Applications  
 • Use as a connector in straight line installations that allow access  
  for wire pulling and limited wire splices as approved by the  
  National Electrical Code (NEC)

Standard Material  
 • PVC 

 • Screws - Zinc plated steel

Conduit Bodies
C Type 
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