
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B C D

1191 23385 1/2" 25 5 4.00 1.4375 1.3125 4.25

1192 23251 3/4" 15 4 4.625 1.625 1.50 4.9375

1193 23252 1" 10 4 5.375 2.00 1.75 6.00

1194 23253 1-1/4" 10 8 7.1875 2.4375 2.4375 7.625

1195 23254 1-1/2" 10 9 8.00 2.8125 2.625 8.5625

1196 23255 2" 5 8 9.50 3.4375 3.0625 9.875

1197 23256 2-1/2" 5 20 1' .75 4.625 4.625 1' 2.9375

1198 23257 3" 5 22 1' .8125 4.625 4.625 1' 3.00

1199 23258 3-1/2" 4 21 1' .8125 5.50 5.625 1' 4.1875

1199A 23259 4" 4 27 1' .8125 5.50 5.625 1' 3.9375
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Features  
 • Rectangular shaped conduit body with a removable cover and one hub

 • Conduit body contains one conduit hub for solvent cementing

Applications  
 • Stackable to most oblong bodies without cutting into existing system

 • Use as a terminator body at the end of a conduit run

Standard Material  
 • PVC 

 • Screws - Zinc plated steel

Conduit Bodies
E Type 
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