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Features  
 • Set screw type connectors

 • Concrete tight when taped

 • Assembled with a die cast locknut 

 • Insulated throat

Applications  
 • Use to join EMT to box or enclosure

Standard Material  
 • Zinc die cast

EMT Connectors
Set Screw Type with Insulated Throat- Zinc Die Cast

New York    |  California  |   Florida   |   www.topaz-usa.com   |   800.666.2852   |   Fax: 631.654.1261

Job Name/Title:______________________________Catalog Number___________________

Contractor:__________________________________Notes:___________________________

AB

C

Catalog 
Number UPC Size

Unit 
Carton

Ship 
Case

Weight/
Case A B C

631i 16390 1/2" 50 500 35 1.16 .40 1.06

632i 16400 3/4" 25 250 25 1.39 .40 1.30

633i 16410 1" 50 200 30 1.55 .52 1.52

634i 16420 1-1/4" --- 25 8 1.93 .56 1.95

635i 16430 1-1/2" --- 25 10 2.28 .72 1.18

636i 16440 2" --- 20 11 2.50 .73 2.64

637i* 16450 2-1/2" --- 12 10 3.08 .92 3.27

638i* 16460 3" --- 12 12 3.37 1.05 3.91

639i* 16470 3-1/2" --- 10 13 3.46 1.05 4.46

640i* 16480 4" --- 6 8 3.75 1.05 4.99

1/2"-2"        E18472
2-1/2"-4"     E148716

* EMT and Rigid 1/2"-1"    1 Screw,       1-1/4"-4"  2 Screw

Inches


