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Features  
 • Compression type

 • Rubber grommet

Applications  
 • Use to secure SE/SEU cable to metal enclosures 

 • For SE/SEU flat style cable; two insulating conductors

Standard Material  
 • Zinc die cast

Watertight Connectors
Compression Type
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Catalog 
Number UPC Wire Size Size

Unit
Carton

Ship 
Case

Weight/ 
Case Fits Cable

Grommet Opening
A              B C

873 18750 3#8 1" 10 100 34 3#8 .410 x .650 1.875

873A 18760 3#6 1" 10 100 34 3#6 .460 x .715 1.875

873B 18770 3#4 1" 10 100 34 3#4 .530 x .850 1.875

874 18780 3#3 1-1/4" 10 100 52 3#3 .550 x .910 1.937

874A 18790 3#2 1-1/4" 10 100 52 3#2 .580 x .960 1.937

874B 18800 3#1 1-1/4" 10 100 52 3#1 .660 x 1.120 1.937

875 18810 3#1/0 1-1/2" 5 50 33 3#1/0 .705 x 1.195 2.375

875A 18820 3#2/0 1-1/2" 5 50 32 3#2/0 .740 x 1.235 2.375

876 18830 3#1/0 2" 5 50 44 3#1/0 .750 x 1.195 2.250

876A 18840 3#2/0 2" 5 50 44 3#2/0 .890 x 1.540 2.250

876B 18850 3#3/0 2" 5 50 44 3#3/0 .740 x 1.235 2.250

876C 18860 3#4/0 2" 5 50 44 3#4/0 .830 x 1.415 2.250

876D 18870 3#4/0 2" 5 50 44 3#4/0 .995 x 1.580 2.250
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